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mainly focus on the distribution of electronic components. Line cards we deal with include
Microchip,ALPS,ROHM, Xilinx,Pulse,ON,Everlight and Freescale. Main products comprise
IC,Modules,Potentiometer,IC Socket,Relay,Connector.Our parts cover such applications as commercial,industrial,
and automotives areas.

We are looking forward to setting up business relationship with you and hope to provide you with the best service
and solution. Let us make a better world for our industry!

Contact us

Tel: +86-755-8981 8866 Fax: +86-755-8427 6832
Email & Skype: info@chipsmall.com Web: www.chipsmall.com
Address: A1208, Overseas Decoration Building, #122 Zhenhua RD., Futian, Shenzhen, China

iy [0



T

Datasheet for part number DBMC9C4PJK87

Our Catalog Part Number: DBMC-9C4P-J-K87

Our Global Manufacturing Part Number: 053513-1956

Brand: Cannon Product Category: D Sub Product Line: D Sub Series: COMBO D

Product Datasheet

Combo D Series: D-Subminiature offering mixed

General layouts
Wire Gauge Range AWG AWG 8-26
Mating Cycles 50

Contact Arrangement

9C4 (5 contacts size 20, 4 contacts size 8)

Dielectric Withstanding Voltage

500 VAC at sea level

Current Rating Signal Contacts

7.5 max

Current Rating Size 8 Contacts

5 A max

Contact Resistance

10 milli Ohm max

Operating Temperature -55°/+125°

Salt Spray Test 20 hours

Shell Material steel

Shell Finish tin

Insulator Material Thermoplastic, type PCT UL 94V-0
Insulator Color black

Gender Pin

Contact Type Right angle US footprint

Contact Material copper alloy

Contact Finish gold flash (Performance Class 3)

Mounting Method

90° Metal Bracket, 4-40 Fastener & Boardlock

Specifications and dimensions subject to change.
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